STATUTES AT LARGE

so hung that the entire area is visible to the driver of a vehicle ap-
proaching from the rear.
SECTION 142: Lights on Parked Vehicles.-when not needed-
dim headlamps.-(a) Whenever a vehicle is lawfully parked upon a
street or highway during the hours between a half hour after sunset
and a half hour before sunrise and in the event there is sufficient light
to reveal any person or object within a distance of 500 feet upon such
street or highway, no lights need be displayed upon such parked ve-
hicle.
(b) Whenever a vehicle is parked or stopped upon a roadway or
shoulder adjacent thereto, whether attended or unattended, during
the hours between half hour after sunset and a half hour before sun-
rise and there is not sufficient light to reveal any person or object
within a distance of 500 feet upon such highway, such vehicle so
parked or stopped shall be equipped with one or more lamps which
shall exhibit a white light on the roadway side visible for a distance
of 500 feet to the front of such vehicle and a red light visible from a
distance of 500 feet to the rear. The foregoing provisions shall not
apply to a motor driven cycle.
(c) Any lighted headlamps upon a parked vehicle shall be de-
pressed or dimmed.
SECTION 143: Lamps on Other Vehicles and Equipment.-All ve-
hicles, including animal-drawn vehicles, and including implements of
husbandry, road machinery or farm tractors and other vehicles not
hereinbefore specifically required to be equipped with lamps, shall at
the times specified in Section 129 hereof be equipped with at least
one lighted lamp or lantern exhibiting a white light visible from a
distance of 500 feet to the front of such vehicle and with a lamp or
lantern or reflector exhibiting a red light visible from a distance of
500 feet to the rear.
SECTION 144: Spot Lamps and Auxiliary Driving Lamps.-(a)
Any motor vehicle may be equipped with not to exceed one spot
lamp, and every lighted spot lamp shall be so aimed and used upon
approaching another vehicle that no part of the high-intensity portion
of the beam will be directed to the left of the prolongation of the
extreme left side of the vehicle nor more than 100 feet ahead of the
vehicle.
(b) Fog Lamps. Any motor vehicle may be equipped with not to
exceed two fog lamps mounted on the front at a height of not less than

[No. 281


